
2SA2222SG

No. A1799-1/7

Applications
 • Relay drivers, lamp drivers, motor drivers

Features
 • Adoption of MBIT process • Large current capacity (IC=--10A)
 • Low collector-to-emitter saturation voltage (VCE(sat)=--250mV(typ.))
 • High-speed switching (tf=22ns(typ.))

Specifi cations
Absolute Maximum Ratings at Ta=25°C

Parameter Symbol Conditions Ratings Unit

Collector-to-Base Voltage VCBO --50 V

Collector-to-Emitter Voltage VCEO --50 V

Emitter-to-Base Voltage VEBO --6 V

Collector Current IC --10 A

Collector Current (Pulse) ICP --13 A

Base Current IB --2 A

Collector Dissipation PC Tc=25°C, PT≤1s 25 W

Junction Temperature Tj 150 °C

Storage Temperature Tstg --55 to +150 °C

Package Dimensions
unit : mm (typ)
7528-003

Ordering number : ENA1799B

D2612 TKIM TC-00002860/82212 TKIM/72110FA TKIM TC-00002380 

SANYO Semiconductors

DATA SHEET

2SA2222SG
PNP Epitaxial Planar Silicon Transistor

High-Current Switching Applications

http://www.sanyosemi.com/en/network/

1 : Base
2 : Collector
3 : Emitter

SANYO : TO-220F-3FS
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Product & Package Information
• Package : TO-220F-3FS

• JEITA, JEDEC : SC-67

• Minimum Packing Quantity : 50 pcs./magazine
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2SA2222SG

No. A1799-2/7

Electrical Characteristics at Ta=25°C

Parameter Symbol Conditions
Ratings

Unit
min typ max

Collector Cutoff Current ICBO VCB=--40V, IE=0A --10 μA

Emitter Cutoff Current IEBO VEB=--4V, IC=0A --10 μA

DC Current Gain hFE VCE=--2V, IC=--270mA 150 450

Gain-Bandwidth Product fT VCE=--10V, IC=--1A 230 MHz

Output Capacitance Cob VCB=--10V, f=1MHz 115 pF

Collector-to-Emitter Saturation Voltage VCE(sat) IC=--6A, IB=--300mA --250 --500 mV

Base-to-Emitter Saturation Voltage VBE(sat) IC=--6A, IB=--300mA --1.2 V

Collector-to-Base Breakdown Voltage V(BR)CBO IC=--100μA, IE=0A --50 V

Collector-to-Emitter Breakdown Voltage V(BR)CEO IC=--1mA, RBE=∞ --50 V

Emitter-to-Base Breakdown Voltage V(BR)EBO IE=--100μA, IC=0A --6 V

Turn-On Time ton
See specifi ed Test Circuit.

40 ns

Storage Time tstg 240 ns

Fall Time tf 22 ns

Switching Time Test Circuit

Ordering Information
Device Package Shipping memo

2SA2222SG TO-220F-3FS 50pcs./magazine Pb Free

VR
RL

VCC= --20VVBE=5V

IC=20IB1= --20IB2= --5A

+ +50Ω

INPUT
OUTPUT

RB

100μF 470μF

PW=20μs IB1

IB2
D.C.≤1%



2SA2222SG

No. A1799-3/7

IC  --  VCE

Collector-to-Emitter Voltage, VCE  --  V Collector-to-Emitter Voltage, VCE  --  V

C
ol

le
ct

or
 C

ur
re

nt
, I

C
  -

- 
 A

IC  --  VCE

C
ol

le
ct

or
 C

ur
re

nt
, I

C
  -

- 
 A

IT13441

0 --5--2 --3 --4--1
0

--1

--7

--6

--5

--4

--3

--2

--8

--9

--10

IB=0mA

--10mA

--60mA
--80mA

--90mA

--100mA
--1

50
m

A

--3
00

m
A

--4
00

m
A

--5
00

m
A

--20mA

--40mA

--50mA

--70mA

--30mA

--200mA

IT13442

0 --2.0--1.0 --1.5--0.5
0

--0.5

--3.5

--3.0

--2.5

--2.0

--1.5

--1.0

--4.0

--4.5

--5.0

IB=0mA

--5mA

--30mA

--40mA

--45mA

--50mA

--9
0m

A
--1

00
m

A

--10mA

--20mA

--25mA
--35mA

--15mA

--60mA

--7
0m

A

--80mA

hFE  --  ICIC  --  VBE

C
ol

le
ct

or
 C

ur
re

nt
, I

C
  -

- 
 A

Base-to-Emitter Voltage, VBE  --  V Collector Current, IC  --  A

D
C

 C
ur

re
nt

 G
ai

n,
 h

FE

IT13444

2

3

5

7

2

100

1000

10

3

5

7

--0.01 32 5 --0.17 2 3 5 --1.0 --107 2 323 5 57

Ta=75°C

25°C

VCE= --2V
--25

--20

--15

--5

--10

0
0

IT13443

--0.5 --1.0 --1.5 --2.0

VCE= --2V

25
°C

--2
5°

C

Ta
=7

5°
C

--25°C

Cob  --  VCB VCE(sat)  --  IC

hFE  --  IC

Collector Current, IC  --  A

D
C

 C
ur

re
nt

 G
ai

n,
 h

FE

Collector Current, IC  --  A

G
ai

n-
B

an
dw

id
th

 P
ro

du
ct

, f
T

  -
- 

 M
H

z

Collector-to-Base Voltage, VCB  --  V

O
ut

pu
t C

ap
ac

ita
nc

e,
 C

ob
  -

- 
 p

F

Collector Current, IC  --  A

C
ol

le
ct

or
-t

o-
E

m
itt

er
Sa

tu
ra

tio
n 

V
ol

ta
ge

, V
C

E
(s

at
) 

 --
  V

--0.1 --1.02 3 5 7 2 --103 5 7 2 3 5 7

5

3

7

100

5

3

7

2

IT13447 IT13448
--0.1--0.01 7532 7532 --1.0 7532 2--10 3

--0.1

--1.0

5

--0.01

2

3

5
7

7

2

3

2

3

5
7

Ta=
75°C

25
°C

--2
5°C

IC / IB=20

IT13446
--0.01 --0.12 3 5 7 2 --1.03 5 7 2 3 5 --107

5

3

10

2

7

100

5

3

2

VCE= --10V

IT13445

2

100

10

3

5

7

2

3

5

7

--0.01 32 5 --0.17 32 5 7 32 5 7--1.0 --10 2 3 5

Ta=25°C

V
C

E = --2.0V

--0.5V

--0.2V

f=1MHz

--0.7V
--1.0V

fT  --  IC



2SA2222SG

No. A1799-4/7

VBE(sat)  --  ICVCE(sat)  --  IC

Collector Current, IC  --  A

B
as

e-
to

-E
m

itt
er

Sa
tu

ra
tio

n 
V

ol
ta

ge
, V

B
E

(s
at

) 
 --

  V

Collector Current, IC  --  A

C
ol

le
ct

or
-t

o-
E

m
itt

er
Sa

tu
ra

tio
n 

V
ol

ta
ge

, V
C

E
(s

at
) 

 --
  V

--0.1--0.01 7532 7532 7532--1.0 --10 32

--1.0

2

3

5

7

2

3

IT13450

IC / IB=20

Ta= --25°C

25°C

75°C

IT13449
--0.1--0.01 7532 7532 --1.0 7532 2--10 3

--0.1

--1.0

--0.01

2

3

5
7

2

3

2

5

3

5
7

Ta=75°C

25°C

--2
5°

C

IC / IB=50
C

ol
le

ct
or

 C
ur

re
nt

, I
C

  -
- 

 A

Collector-to-Emitter Voltage, VCE  --  V

PC  --  Tc

C
ol

le
ct

or
 D

is
si

pa
tio

n,
 P

C
  -

- 
 W

Case Temperature, Tc  --  °C

Forward Bias A S O

IT15773 IT15774

200 6040 80 100 140120 160
0

5

10

15

20

25

30

--0.01

--0.1
7
5

3
2

7
5

3
2

7
5

3

3
2

--1.0

--10

2

--1.0--0.1 222 53 7 --1002 53 7--1053 7

ICP= --13A

IC= --10A

D
C operation

P
T =500μs

100ms

10m
s

1m
s

PT ≤1s

1s
Tc=25°C
Single pulse



2SA2222SG

No. A1799-5/7

Magazine Specifi cation
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No. A1799-6/7

Outline Drawing
 2SA2222SG

Mass (g) Unit

1.8
* For reference mm


